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OELMANN–ELEKTRONIK.COM 31832 SPRINGE GERMANY 

█ PROFESSIONAL PAGING, MESSAGING, REMOTE CONTROL AND SIGNALLING DEVICES OVER POCSAG, GSM/LTE CELLULAR, WIFI NETWORKS 
█ GOVERNMENTAL, CORPORATE, SECURITY SERVICES, TRANSPORT AND UTILITIES, SAFETY, HEALTHCARE, INDUSTRIES, OIL AND GAS 
█ HIGH RECEIVING SENSITIVITY, SELECTIVITY AND OPERATIONAL RELIABILITY 
In addition to the LX7 pager, which is a fully functional, complete, ultra-portable paging device, the LX7 Series product line also includes a module,  
a modem, and the POCSAG monitor device in variants. This allows the LX7 Series technology to be used in a variety of applications,  
including custom and special applications.

LX7 SERIES DESIGN OPTIONS

— * Factory assemblies. To be specified when ordering. 
— For more information and technical data, see the LX7 series page at  https://oelmann–elektronik.com/products/LX7/LX7.html 
— Original Oelmann paging radio base stations and repeaters with gateways to external telecommunication networks, as well as operator's paging software are available.

OPTIONS* 
1. LTE 
2. WiFi WPA2 
3. GPS / GNSS 
4. Man–down / 3–Axis moving sensor 
5. ALARM button 
6. MP3 sound option for custom alerts 
7. POCSAG Encryption 
8. POCSAG Monitor

ACCESSORIES  
— Travel, desktop, multi chargers. 
— Desktop docking station with external 

antenna, relay output connector, 
alarm–activated USB output. 

— Belt clip holster, belt clip pouch case. 
— Spare rechargeable battery. 
— Programming kits, travel or desktop.

FEATURES 
▶ Rugged, IP67, waterproof, compact, 

ergonomic. 
▶ Bright color display backlighting and 

professional alarm sound level. 
▶ Magnet data/charging cable, USB.

DELIVERY CONTENTS 
— LX7 pager. 
— Rechargeable battery. 
— Charging / data cable, USB 
— User Guide.

LX7 PAGER

OPTIONS* 
1. LTE 
2. WiFi WPA2 
3. GPS / GNSS 
4. Man–down / 3–Axis moving sensor 
5. 128 bit BOS PV / AES 256 bit 

BOSKRYPT POCSAG Encryption

ACCESSORIES  
— Programming kit with adapter and 

software, complete. 
— LX7 Module Evaluation Kit for quick 

start of module testing including 
module, antenna cable, power and data 
port cable with USB adapter. 

FEATURES 
▶ High performance embedded POCSAG  

SDR—based technology. 
▶ Professional antenna, power and data 

connections. 
▶ Outputs decoded data to RS232 port.

DELIVERY CONTENTS 
— LX7 Module. 
— User Guide.

LX7 PAGING MODULE

OPTIONS* 
1. LTE 
2. WiFi WPA2 
3. GPS / GNSS 
4. 3–Axis moving sensor 
5. 128 bit BOS PV / AES 256 bit 

BOSKRYPT POCSAG Encryption

ACCESSORIES  
— External AC main power supply. 
— Power and data cable, USB. 
— Relay output / opto—inputs connector. 
— SMA–M antennas RF, WiFi, GPS, GSM. 
— Wall—mount bracket set. 
— Programming kit.

FEATURES 
▶ Rugged, compact, multi-path. 
▶ Received messages are decoded and 

sent to the RS232 port. 
▶ Output relays according to message 

received.

DELIVERY CONTENTS 
— LX7 Modem. 
— Connector for external connections. 
— Data/power cable USB—С. 
— User Guide.

LX7 PAGING MODEM

OPTIONS* 
1. 128 bit BOS PV / AES 256 BOSKRYPT 

POCSAG Encryption

ACCESSORIES  
— Travel, desktop, multi chargers. 
— Desktop docking station with external 

antenna,  relay output connector, 
alarm–activated USB output. 

— Belt clip holster, belt clip pouch case. 
— Li–Ion spare rechargeable battery.

FEATURES 
▶ Receive/decode/store POCSAG for 

operational or further analysis. 
▶ Received data is recorded by the 

device, w/ time stamp, RSSI, GPS. 
▶ Listening to RF-channels through the 

built-in loudspeaker.

DELIVERY CONTENTS 
— LX7 POCSAG monitor, with the battery 

and battery cover. 
— Option GPS, factory installed. 
— Programming cable w/charging 

function. 
— PSW LX Software. 
— Wall mount charger adapter. 
— User Guide.

LX7 POCSAG MONITOR

VARIANTS 
— 247.0101 POCSAG 143–158 MHz 
— 247.0201 POCSAG 158–174 MHz 
— 247.0301 POCSAG 442–470 MHz 
— 247.1300 LTE only 
— 247.1100 WiFi only

VARIANTS 
— 247.3100 143–158 MHz	 no display 
— 247.3200 158–174 MHz	 no display 
— 247.3300 442–470 MHz	 no display 
— 247.4100 143–158 MHz	 w/display 
— 247.4200 158–174 MHz	 w/display 
— 247.4300 442–470 MHz	 w/display

VARIANTS 
— 247.0101 143–158 MHz 
— 247.0201 158–174 MHz 
— 247.0301 442–470 MHz

VARIANTS 
— 247.2100 143–158 MHz 
— 247.2200 158–174 MHz 
— 247.2300 442–470 MHz
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